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CONSTRUCTION DETAILS

USE EXISTING CABINET AND CONTROLLER. (NOTE: MONTGOMERY COUNTY FORCES SHALL RETROFIT CONTROLLER
EQUIPMENT TO OPERATE VIDEO DETECTION EQUIPMENT).

USE EXISTING MAST ARM POLE.

USE EXISTING HANDHOLE.

USE EXISTING CONDUIT.

INSTALL OVERHEAD VIDEO DETECTION CAMERA ON EXISTING MAST ARM AS SHOWN.

ABANDON EXISTING LOOP DETECTOR. DISCONNECT AND REMOVE LOOP DETECTOR CABLES

FROM CONDUITS., HANDHOLES, SIGNAL STRUCTURES AND CONTROLLER.

CAP AND ABANDON EXISTING CONDUIT.

REMOVE EXISTING HANDHOLE.
USE EXISTING MAST ARM POLE. RELDCATE EXISTING NEARSDE SlavAl HEADS AS SHOWN:

GENERAL NOTES

1. gﬁEEgNg?NEEQ LOCATION / ALIGNING SHALL BE COORDINATED WITH THE
2. THE CONTRACTOR SHALL CONTACT ROBERT RICKETTS AT MONTGOMERY COUNTY
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SIGNAL SHOP TO SCHEDULE RETROFITTING OF THE CONTROLLER EQUIPMENT IN
ORDER TO OPERATE VIDEO DETECTION EQUIPMENT.

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE NEW SIGNAL.
THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL SIGNAL
CABLES TO THE APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE.

STATE OF MARYLAND
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STATE HIGHWAY ADMINISTRATION
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REMOVE AND DISPOSE OF ALL UNUSED SIGNAL CABLE.
RELOCATION OF EXISTING SIGNS SHALL BE MEASURED
INSTALL OVERHEAD SIGN.
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CAUSED BY THE INSTALLATION OF SIGNAL EQUIPMENT
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TRAFFIC ENGINEERING DESIGN DIVISION
MD 390 (16 TH STREET) AND MD 410 (EAST-WEST HWY)
Silver Spring, Maryland
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